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Infinitely adjustable hydropneumatic saw feed

Including HM circular saw blade Ø 400 mm

2 pieces of adjustable vertical pneumatic material clamps

Microdosing system MSD115

Two-hand control at front

Horizontal rotary table with swivel range 75° - 0° - 75º 

Mitre freely adjustable, 3 fixed locking positions 45° - 0° - 45°

Large hinged guard with safety switch

Chip extraction nozzle rear side

Removable chip tray

Air sprayer and compressed air connection to machine

Height of saw bed approx. 885 mm

 AC400PB
Aluminum miter circular saw machine

Printing and typesetting errors and changes reserved. Valid while supplies last. Prices in Euro excl. VAT. 06-2022

Voltage

Engine Power

Cutting speed

Clamp opening

Coolant System

Mitering device L+R

Afm. zaagblad Ø mm.

Weight approx.

Article number

3Phase / 400 Volt

1,3 kW

2.800 RPM

165 mm

Standard

75 – 0 – 75°

400 mm

130 kg

667100255

Technical data

Round 90°

Square 90°

Rectangle 90°

Round 45° 

Square 45° 

Rectangle 45°

110 mm

100 mm

200 x 60 mm

100 mm

100 mm

140 x 60 mm

Capacity PRICE

6.500,-€

Backboard adjustable approx. 70 mm for greater cutting capacity

3 Phase motor, 400 volts, 1.3 kW / 1 saw speed 2,800 RPM with brake
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