
 SC315L DV

Voltage

Engine Power

Cutting speed

Clamp opening

Coolant System

Mitering device L+R

Saw blade size Ø mm.

Weight approx.

Article number

3Phase / 400 Volt

0,9 / 1,3 kW

2.200 / 4.400 RPM

110 mm

Standard

45° – 0 – 45°

315 x 2.5 x 32 mm

128 kg

735100011

Technical data

Round 90°

Square 90°

Rectangle 90°

Round 45° 

Square 45° 

Rectangle 45°

100 mm

100 mm

90 x 140 mm

90 mm

90 mm

90 x 100 mm

Capacity Price
3.350,-€

Printing and typographical errors and changes reserved. Valid while stocks last. Prices in Euro excluding VAT. 06-2022

Hand-operated stationary hinged
circular saw machine
• 3-phase motor, 400 Volt, 0.9-1.3 kW

• 2 sawing speeds: 22/44 RPM

• Steel base cabinet

• Double quick-release clamp

• L + R mitre 45 - 0 - 45° 

• Cooling pump

• HSS circular saw blade

• Including saw blade Ø 315 mm

• Clamping aperture 110 mm

• Working height 980mm

• Safety cap

• 24 Volt safety switch

• Weight ± 128 kg
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